
 
 

SOUTH CENTRAL RAILWAY 
 

 Headquarters Office 
 Transportation Branch 

 Rules Section 

 Rail Nilayam 

 Secunderabad 
 
No.T.157/G&SR/AS/Vol.XII/18                       Date: 18.08.2016 

 

DRMs/SC, BZA, GTL, HYB, GNT & NED. 

 
  Sub: Amendment Slip no.18 to G&SR  

* * * 

 
The following Subsidiary Rules to GR.3.31 of Chapter III of G&SR have 

been given for implementation.   

 
3.31 (1) The Loco Pilot of the train having scheduled halt at ‘D’ class 

station shall stop his train as per schedule given in the Working 

Time Table. 
 

3.31 (2) An ‘ENGINE STOP’ board shall be provided at a distance of 15 
mtrs. beyond the point/place on the platform, where it is required 

to be stopped, for convenience of passengers to detrain and 

entrain. The size of the board shall be 5 x 1 feet with the letters 
‘ENGINE STOP’, painted in black on yellow back ground on 2.0m 

high pole. 
 

3.31 (3) To indicate the Loco Pilot of approaching a ‘D’ class station, a 

retro-reflective type ‘Warning Board’ shall be provided on 
approach end in rear of the ‘D’ class station, at a distance of 1200 

mtrs. from the ‘ENGINE STOP’ Board.        

 The ‘Warning Board’ shall be in accordance with the diagram 
shown below. The board shall consist of square board having 

each side of 600mm. The Board shall bear the letter ‘H’ in black 

colour on yellow background. This board shall be fixed on post     
2 mtrs. high from the rail level to the bottom of the board, which 

is painted with 300mm high bands of white and black. 
 

3.31 (4) The loco-pilot of the train having scheduled halt at ‘D’ class 

station shall start his train on Guard’s Hand Signal.          
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Necessary printed page replacements to the relevant pages will be issued 
in due course. 

 

All concerned may please note and notify. 
 

 

Chief Operations Manager 
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SOUTH CENTRAL RAILWAY 
      

  Headquarters office, 

  Transportation 
branch, 

  Rules Section 

  Rail Nilayam 

  Secunderabad 
No.T.157/G&SR/AS/Vol.XII/19 Date: 13.10.2016 

 

 
DRMs/SC, BZA, GTL, HYB, GNT & NED 

 

Sub: Amendment Slip no.19 to G&SR  
 

* * * 
 

The following amendments to ‘common Instructions for working of Pilots 
in Appendix – XVII of G&SR have been given for implementation.   

 

Item no. 1: Bullets for ‘Common Instructions for both the systems’ in 

Appendix – XVII of G&SR are replaced with nos. 1 to 9. 
 
 

Item no. 2: After numbering vide Item no.1 above, the Rule no. 9 in the 

‘Common Instructions for both the systems’ in Appendix - XVII of G&SR is 

amended as follows: 
 

9. Under exceptional circumstances, Sr.DOM is authorised to permit 

engine pushing in Sidings duly considering the following, in addition to 

the prescribed precautions: 
(i) The Station yard is isolated from the siding line; 

(ii) The siding line shall be a short stretch one; 

(iii) There shall not be any non-interlocked LC gate in the path; 
(iv) That there is no gradient of 1 in 400 or steeper in the entire 

path; 

(v) The line on which trains will be pushed shall have Buffer 
Stop/Sand Hump. 

 

While pushing the train, the following precautions shall be followed: 
 

Note: The precautions prescribed under rule no. 9 will remain unchanged. 

 

All concerned may please note and notify. 

 
 

Chief Operations Manager 



 
 

SOUTH CENTRAL RAILWAY 
     
  Headquarters office, 
  Transportation branch, 
  Rail Nilayam 
  Secunderabad 

No.T.157/G&SR/AS/Vol.XII/20     Date: 13.06.2017 
 

DRMs/SC, BZA, GTL, HYB, GNT & NED 

 
Sub: Amendment Slip no.20 to G&SR  

* * * 
The following amendments to Rule no. 9.5 of Appendix – VIII of G&SR have been 
issued for implementation.   

 

Item no. 1: Insert the following under 9.5: 
  

 

Item no. 2: iii) of 9.5.1 is amended as follows: 
 

In case of maximum permissible speed of the dead locomotives is less than the 
maximum permissible speed of the train, suitable speed restriction shall be imposed on 
the train while attaching the dead locomotives; 

 

Item no. 3: iv) of 9.5.1 is amended as follows: 
 

As far as possible brakes should apply on Dead Locomotive(s) in synchronisation with 
Working Locomotive(s); 

 

Item no. 4: v) of 9.5.1 is amended as follows: 
 

Running of double/triple/quadruple heads is permissible on the section over which 
the dead locomotive(s) is/are to be hauled. 

 

Item no.5: Add the following as vi) of 9.5.1 renumber existing vi) & vii) as vii) 
& viii): 
 
 

Cont..2 
 

The following combinations of Working and Dead locomotives are permitted: 
1. For Goods trains:- 

(i) One Live Loco + One Dead Loco; 
(ii) Two Live Locos + One Dead Loco or One Live Loco + Two Dead Locos; 
(iii) Two Live Locos + Two Dead Locos. 

2.  For Coaching Trains except Rajdhani/ Shatabdi/Duranto:- 
(i) One Live Loco + One Dead Loco; 
(ii) Two Live Locos + One dead Loco; 
(iii) Two Live Diesel Locos (WDM2/WDG3A/WDM3A/WDM3D) + Two Dead Diesel 

Locomotives (WDM2/WDG3A/WDM3A/WDM3D), on KZJ-SC/HYB section. 
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If the dead locomotive brakes are functional, it should be attached to next to 
working locomotive(s) and MR & BC equalising pipes are connected so that the 
brake power of the dead locomotives can be utilised. 

 
Item no. 6: Add the following as ix) of 9.5.1: 

  

 

Item no. 7: Add the following as x) of 9.5.1: 
  

 

Item no. 8: Add the following as xi) of 9.5.1: 
  

 

Item no. 9: Add the following as xii) of 9.5.1: 
  

 

Item no. 10: Add the following as xiii) of 9.5.1: 
  

 
Item no. 11: Insert the following as Rule xiv) of 9.5.1: 
 

Instructions concerning brake system for hauling dead locomotives should be 
notified to the crew through SOB for both Diesel and Electric locomotives 

separately. 

 
 

Cont…3 

On Dead Locomotive(s) all the Circuit Breakers and Battery Knife Switches shall be off 
and such other steps be taken to ensure that the Dead Locomotive cannot be started 
inadvertently; 

It should be ensured that the reverser handles are placed in neutral position and 
removed. For long distance movement of Dead diesel-electric/Electric locomotives, the 
traction motor brushes shall be lifted and properly secured;  

The locomotive(s) brakes shall be fully released. The brake pipes and main reservoir 
pressures shall be fully discharged or vacuum fully destroyed. The MU2B valve shall be 
placed in trail/dead position. 

The Guard & Loco-Pilot of the train shall be issued with Caution Order informing that 
they shall work the train carefully as the dead locomotive is attached.  

When dead locomotive is attached in rear of the train as last vehicle and cannot work as 
piped vehicle: (For example pure air brake loco attached to vacuum brake train, 
breakage of Brake Pipe / its angle cock or any other reason) 
i)  Only one dead locomotive is permitted to haul. 
ii)  Such type of dead loco movement is permitted only on gradients not steeper than 1 in 

100. 
iii) Dead Locomotive shall be accompanied by a competent person not less than 

Assistant Loco-Pilot.  This competent person shall be provided with suitable 
equipment including walkie-talkie set, flags, detonators, etc.  They Guard of the train 
to which dead locomotive has been attached shall personally ensure that the dead 
locomotive is accompanied by such a competent person.  It will be the duty and the 
responsibility of the competent person to switch on the flasher light and apply the 
handbrakes judiciously in case of runaway occurring. 
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Item no. 12: Insert the following as Rule xv) of 9.5.1: 
 

Instructions related to Bridges on SCR for haulage of dead locomotives (Two live 
and Two dead), if any, shall be incorporated by Engineering department. 
 

Item no. 13: Insert the following as Rule ii) of 9.5.2:  
 

In exigencies like MU loco failures, it is permitted to haul two dead locomotives 
with two live locos (electrical or diesel) on coaching trains in all sections of  SCR to 
clear the section with a restricted speed of 20 kmph strictly up to the next feasible 
station where the failed loco may be detached. 

 
Item no. 14: Insert the following as Rule iii) of 9.5.2: 

 

Movement of two dead locomotives with working diesel locomotives on coaching 
trains (except Rajdhani, Shatabdi and Duranto) is permitted between KZJ and 
SC/HYB section, subject to compliance of the following conditions: 

1. Dead locomotives are attached next to working locomotives and brakes on dead 
locomotives are functional; 

2. As a result of attachment of dead locomotives, the maximum permissible length 
and maximum permissible load of the train should not be exceeded. 

3. In case of maximum permissible speed of the dead locomotive(s) is less than the 
maximum permissible speed of the train, suitable speed restriction shall be 
imposed on the train while attaching the dead locomotive(s). 

4. Certificate for ‘Fit’ to run is issued by Section Engineer / Loco Inspector, Power 
controller of passenger train. 

5. As a final check, the coupled locos should be run about 500 meters and the driver 
shall check for any abnormal rise in temperature of the wheels of the dead 
locomotive and shall also check it at subsequent stops during the journey. 

6. Locomotive with defects in under gear equipment should not be attached. 

 
Item no. 15: Rule ii) of 9.5.2 is renumbered as iv) of 9.5.2 and amended as the 
following: 
 

Dead locomotive may be attached at originating station or en-route provided that the 
brake power of mail/express/passenger/mixed train (excluding dead locomotive) is at 
least 90% when dead locomotive is attached.   

 
Item no. 16: Sub - rule no. iv of 9.5.2 is amended and renumbered as v of 
9.5.2: 
 

 

  
 
 

Contd....4. 

If the dead locomotive brakes are not functional and it is to be hauled as piped vehicle 
and when hauled as piped vehicle following conditions shall be observed: 

i) Only one dead diesel / electric locomotive is attached to the train and 
ii) Brake Power of mail/express/passenger/mixed train (excluding dead 

locomotive) is at least 90% when dead locomotive is attached. 
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Item no. 17: Rule 9.5.3 is amended as following: 
 

Dead locomotive to be treated as piped vehicle when – 
 a) the dead locomotive brakes are functional but it is not attached 

next to working  locomotive  or 
 b) MR and BC equalising pipes are not connected or 
 c) the dead locomotive brakes are not functional. 

The conditions to be satisfied in these cases are as under:- 

    a) Only one dead locomotive is permitted to haul. 
    b) If the dead locomotive is not placed next to the train locomotive, it may 

be  marshalled anywhere on the goods train provided that the distance between 
the  dead loco and the train loco/banking loco (if any) shall be equalled to the 
largest  span of the bridge in the section duly following the below given safety 
requirements  from the point of view of brakes. 
1) Dual brake dead loco on Vacuum train: Vacuum pipe of the dead loco can 

be connected with the vacuum train pipe of rolling stock and at least twenty 
fully vacuum braked 4 wheeler units shall be attached behind the dead 
locomotive and   

2) Dual Brake dead loco/airbrake loco on air brake train: brake pipe of dead 
locomotive shall be attached to brake pipe of the train and at  least ten fully 
braked wagons shall be attached behind the locomotive. 

 

Necessary printed page replacements to relevant pages will be issued in due 
course. 
 
All concerned may please note and notify. 
 

    
   

Chief Operations Manager 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

SOUTH CENTRAL RAILWAY 
      

  

 मुख्य ऩररचाऱन प्रबंधक कायााऱय/   

 Office of Chief Operations Manager,  

 ऩररवाहन शाखा/Transportation Branch  सिककंद्राबाद/Secunderabad. 

 

िंख्य./No. टी.157/G&SR/AS/Vol.XII/21 ददनांक/Date: 06.09.2017. 

  

 

DRMs/SC, BZA, GTL, HYB, GNT & NED 
 

 

Sub: Amendment Slip No.21 to G&SR-2008 of SCR  
* * * 

 

The following amendments to G&SR have been given for 

implementation.   
 

Item No.1: S.R. 4.19.2.1 is amended by inserting item no. 3 and 

renumbering existing item no.3 as item no. 4 (in Page no. 109&110) 
as under. 

 

2.1.Assistant Loco-pilot shall be in possession of the following personal 

equipment along with a hand bag to carry the equipment issued to 
Assistant Loco-Pilot, while working a train (Unified SR): 

(1)  Tri-Colour Torch;  (2) Red & Green flags; 

(3) Hammer-cum-Screw Driver & (4) Working Time Table. 
 

 

Item no. 2: Rule no. 11.2 of Appendix II to G&SR (at Page no. 

345) is modified as under (with modified content in bold) 
 

11.2. The Station Master on receiving the advice regarding the removal of 

the restriction shall advise this fact to the Station Master at the other end of 

the block section concerned, Station Master of ‘notice station’ and other 
railway servants who were advised about it earlier, under exchange of 

Private Number. After issue of the advice regarding cancellation of the 

Caution Order, the Station Masters may discontinue the issuing of the 
Caution Order. 

 

Please note and notify to all concerned. 
 

 

Chief Operations Manager 



 

 
 

दक्षिण मध्य रेल्वे  
SOUTH CENTRAL RAILWAY 

     
  

 प्रधान कयाऱय/Headquarters Office, 

 ऩररवाहन शाखा/Transportation 

Branch  

 सिककंद्राबाद/Secunderabad. 
 

िंख्य./No. टी.157/G&SR/AS/Vol.XII/22  ददनांक/Date: 25.09.2017. 

                     05.10.2017. 

 

DRMs/SC, BZA, GTL, HYB, GNT & NED 
 

 

Sub: Amendment Slip No.22 to G&SR-2008 of SCR  

* * * 
 

The following amendments to G&SR have been given for implementation.   

 
Add rule no.3 to SR 2.03 under GR 2.03 (in Page no. 9) as under. 

 

 Assurance Register for Amendments to Rule Books:  

1. Assurance Register for Amendments to Rule Books shall be maintained to 
obtain staffs’ acknowledgement for having read and understood the 

amendments to (i) G&SR; (ii) Block Working Manual; (iii) Accident Manual 

and (iv) Working Time Table. 
2. Separate portions shall be maintained for each Rule Book in the Register. 

3. Whenever any Amendment is issued to any Rule Book mentioned above, 

acknowledgement of all staff working at the station shall be obtained.  
4. In case of semi-literate and ‘C’ & ‘D’ graded staff, Station Master-in-charge 

shall personally explain in vernacular language and obtain their 

acknowledgement in token of their having understood the rules. The Station 

Master-in-charge shall also certify that they have fully understood the 
contents in the Amendments. 

 

Please note and notify to all concerned. 

 
 

 प्रमुख मुख्य यतायात प्रबन्धक 

 Principal Chief Operations Manager 
 

 



 
दक्षिण मध्य रेल्व े

SOUTH CENTRAL RAILWAY 
                                          

 प्रधान कायााऱय/Headquarters Office, 

 ऩररवाहन शाखा/Transportation Branch  

 सिककंद्राबाद/Secunderabad. 
 

िंख्य./No. टी.157/G&SR/AS/Vol.XII/23 ददनांक/Date: 14.12.2017. 
  

DRMs/SC, BZA, GTL, HYB, GNT & NED 
 

Sub: Amendment Slip No.23 to G&SR-2008 of SCR  

* * * 
The following amendments to G&SR have been given for 

implementation.   
 

Item No.1: S.R. 1.02.5 in Chapter-I is amended as under: 
 

The Principal Chief Operations Manager is the authorised officer and is 
empowered to issue, amend or alter Subsidiary Rules. 

 

Item no. 2: S.R. 5.06.2 in Chapter-V is amended as under: 

 

The SWR must be page numbered with station name code written on each 

page and signed by either Sr. Divisional Operations Manager or Divisional 

Operations Manager and either Sr. Divisional Signal & Telecommunication 

Engineer or Divisional Signal & Telecommunication Engineer at interlocked 
stations and at non-interlocked stations by either Sr. DOM or DOM and 

either Sr. DEN or DEN. 

 
Item no. 3: S.R. 5.06.3 in Chapter-V is amended as under: 

 

All temporary working instructions during non-interlocked working shall be 
signed on each page by either Sr. Divisional Operations Manager or 

Divisional Operations Manager, either Sr. Divisional Signal & 

Telecommunication Engineer or Divisional Signal & Telecommunication 

Engineer and                 either Sr. Divisional Engineer or Divisional Engineer 
without exemption. 

 

Item no. 4: S.R. 5.06.4 in Chapter-V is amended as under: 
 

SWR diagram should be signed by either Sr. Divisional Operations Manager 

or Divisional Operations Manager, either Sr. Divisional Signal & 
Telecommunication Engineer or Divisional Signal & Telecommunication 

Engineer and either Sr. Divisional Engineer or Divisional Engineer. 
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Item no. 5: S.R. 5.06.5 in Chapter-V is amended as under: 
 

The SWRs of all stations including stations to be newly opened and the 

Amendment Slips thereto shall be issued by either Sr. DOM or DOM and 
either Sr. DSTE or DSTE who will be responsible to ensure that these are 

correct, current and complete in all respects. 

 

Item no. 6: S.R. 5.06.6 in Chapter-V is amended as under: 
 

Rules for working of trains in Electrified section shall be dealt in 

Appendix ‘G’ and jointly signed by either Sr. Divisional Operations 
Manager or Divisional Operations Manager and either Sr. Divisional 

Electrical Engineer (TRD) or Divisional Electrical Engineer (TRD) and 

either Sr. Divisional Signal & Telecommunication Engineer or Divisional 

Signal & Telecommunication Engineer. Similarly they shall be signed 
whenever amendment is issued to Appendix ‘G’. 

 

Please note and notify to all concerned. 
 

 

 (एन. मधुसूदना राव/N. Madhusudana Rao) 
             प्रमुख मुख्य यतायात प्रबंधक/ 

 Principal Chief Operations Manager 
 

 


